e Terminals

e Bimetallic crimp terminals B.T. and M. T.

Features

- According to French Standard

- Terminals with aluminum body welded by
friction with the tab in the eye electrolytic copper.
For connection by crimping cable terminal
aluminum or copper bar

?n?;?)on Q(rljr?)le Reference Price s(zilzc)m g(nh'g;e Reference

16 10 COAU-16 4,80 150 12 C2AU-150 “s
25 10 COAU-25 4,80 185 14 C4AU-185 =
35 10 COAU-35 4,80 240 14 C4AU-240 g
50 12 C1AU-50 4,80 300 16 C5AU-300 g
70 12 C1AU-70 4,80 400 16 C5AU-400 E
95 12 C1AU-95 4,80 500 * C6AU-500 g
120 12 C2AU-120 6,00 630 * C6AU-630

*-A designar pelo cliente

*Crimp terminals tinned aluminum M.T

Section
(mm?2) Reference
50 CAB 50
70 CAB 70
95 CAB 95
120 CAB 120
150 CAB 150
185 CAB 185
240 CAB 240

e Massive tinned copper terminals in M. T.

Caracteristicas

- Application in medium voltage conductors
- Other sections on request

Section
(mm2) Reference

16 DT(B)-16
25 DT(B)-25
35 DT(B)-35
50 DT(B)-50
70 DT(B)-70
95 DT(B)-95

120 DT(B)-120

150 DT(B)-150

185 DT(B)-185

240 DT(B)-240

300 DT(B)-300
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